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For Instructions of Use refer to Instruction Manuals included or visit www.lalizas.com

NEW PRODUCT 
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•  Already pre-installed  
into the lifejacket 

•  AIS (Automatic Identification 
System)

•  Integrated DSC transmitter 
(Digital Selective Calling)

•  30% (typ) smaller than 
competitors

• Automatic activation
•  Simple lifejacket integration
•  7 year battery life
•  24+ hours operational life
•  5 year warranty
•  Fast accurate positioning

Man Over Board 
Locator Beacon 
MOB1

The MOB1 is intended to be installed 
within the lifejacket and will activate 
automatically on inflation, sending the 
first alert within 15 seconds. The MOB1 
is waterpoof to 10 metres. Certified according to ISO 12402-3 

 Automatic activation

 D-ring / Harness

 Comfortable to wear & user-friendly due to its ultra-lightweight 
design and webbing system

 Ultra reliable auto-firing mechanism which is specially 
designed not to be unintentionally activated due to heavy weather

 Commercial heavy-duty protective outer cover

 Easy re-packing

Sigma Inflatable Lifejacket, Auto, 170N, 
with Harness, ISO, Adult, Red 
(code: 71094)

Sigma Inflatable Lifejacket with Ocean Signal MOB1, Set

Set code: 75252


